
Precision thermometers

Part No. Range Division scale Type Total length
°C °C cm

1001258 -10 +100 1/1 solid stem 30

1001259 -10 +250 1/1 solid stem 30

1001260 -10   +50 0.5 solid stem 30

1001261 -10 +100 0.5 solid stem 30

1001262 0   +50 0.1 solid stem 45

1001263 -10 +100 1/1 enclosed scale 30

1001264 -10 +250 1/1 enclosed scale 30

1001265 -10   +50 0.5 enclosed scale 30

1001266 -10 +100 0.5 enclosed scale 30

1001267 -10   +50 0.1 enclosed scale 45

Mercury thermometers.

Complete with calibration certifi-
cate PROTON registration control no.
02-C.37 and 02-V.06 (Meteorological
control).

Traceable certificate indicating the
proof of continued quality of work-
manship against different temperatu-
res, with method and conditions of
measurement against known tracea-
ble standards.

Adjustable temperature setting with the use of a dial on the top of the thermometer.
To provide better mercury flow, the capillary interior is filled with an inert gas.
Supplied complete with a 100 cm cable with the appropriate connection on the end.

Part No. Range Division scale Immersion length Total length
°C °C cm cm

3521015 0 +100 1/1 15 39

3522015 0 +200 2/1 15 39

3523015 0 +300 5/1 15 39

3352604 0   +60 1/1 4 28

3352104 0 +100 1/1 4 28

3352204 0 +200 2/1 4 28

Case with 7 glass rod mercury thermometers, white back, scale in 0.1 °C.

Range °C* Total length 
-30   +20 45 cm

0   +50 45 cm
+50 +100 45 cm

+100 +150 45 cm
+150 +200 45 cm
+200 +250 45 cm
+250 +300 45 cm
*One thermometer per range.
Part No. 
1001268 with calibration certificate PROTON.
1001298 without calibration certificate.

Electric contact thermometers

Monitor and Control290


